CRANK TO LOAD ROLLER G 615

CURVED WINDSCREEN
(STEEL) G 2080
(ALUM) G 1610

REMOVE AFTER INSTALLATION

NOTE:

IF TELESCOPIC STEEL HQUSING
OPTION IS USED, THE FOLLOWING
PART NUMBERS ARE FOR
REPLACEMENT PARTS.

LS. HOUSING — G 602 A

R.S. HOUSING — G 603 A

ENTIRE HOUSING — G 601
SPRING LOADED ROLLER — G 605

EARING PLATE A 2136 LS. & A 2137 RS.

SPRING LOADED ROLLER ASSY. G 605 A

(SEE DETAIL FOR PARTS BREAKDOWN) UPPER ARM 8-11" UNIT (STEEL) G 1554
DELUXE BOW LS. G 2104 A (STEEL) UPPER ARM 12-15" UNIT (STEEL) G 1555
DELUXE BOW R.S. G 2104 B (STEEL) UPPER ARM 16-19° UNIT (STEEL) G 1556
DELUXE BOW LS. G 1650 (ALUM) UPPER ARM 20-22" UNIT (STEEL) G 1557

DELUXE BOW R.S. G 1650 B (ALUM
( ) UPPER ARM 8-11" UNIT (ALUM) G 1621

UPPER ARM 12-15" UNIT (ALUM) G 1622
UPPER ARM 16-—19° UNIT (ALUM) G 1623
UPPER ARM 20-22’ UNIT (ALUM) G 1624

ARM ADAPTER ASSY. A 2106

LEFT SIDE VIEW OF DUMP BODY

2103 CYLINDER YOKE

BOW RESTS (STEEL) G 2089
BOW RESTS (ALUM) G 2090
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2109 BASE MOUNT FOR CYL.
2102 PNEUMATIC CYLINDER

Ploneer Consolidated Co
North Dxford, MA 01837

A 2100 PIVOT ARM FRAMEWORK

DWG. NO. A 2100-2
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